For 6.6 m (22'-0") pav’t.

For 7.2 m (24’-0") pav't.
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3
(V8) Heat resistant closed /“
oeH plastic foam backer rod /4
Bitfuminous
This portion of saw VB e 010155 [ surface
cut not required when ———————— | ° 8 100 (4) (typ.)
base course and surface ~
are cut separately. N |
+ |
. S Stabilized
o + o IS o | base course
250 (10) (typ.)
AN AN
S Vg
PaN PAN
TRANSVERSE CONTRACTION JOINT
(For CAM, CFA and LFA Base Course Mixtures)
DOWEL BAR TABLE
PAVEMENT DOWEL BAR
THICKNESS DIAMETER DATE REVISIONS
200 (8) or greater 1/ 1-1-05 |Minor joint corrections
‘ and revised general
175 (7) thru 199 (7.99) a/y notes
Less than 175 (7) 25 (1) 1-1-00 |Revised all pavement
Jjoint details

6.6 m or 7.2 m

3.3 m or 3.6 m

(22'-0"

24'-0"
3.3 m or 36 m

(11'-0") (12-0")

Longitudinal sawed Jjoint

(11'-0") (12-0""

Slope 1.57
_=2ope o4 |

CROSS SECTION OF PAVEMENT

450 (18) Long dowsel
/7b0r5 at 300(2) cts,
|

Header board

drilled for bors\

*7*47+AI'A4
S +

225

N

(9

TRANSVERSE CONSTRUCTION JOINT

GENERAL NOTES

See Standard 420001 for detadils
of Transverse Expansion Joints,
Longitudinal Sawed Joints and

Longitudinal Construction Joints.

Skewed joints shall be used when
specified by Special Provisions.

t = Pavement thickness (See Typical
Cross Section)
All dimensions are in milimeters (inches)
unless otherwise shown.

PORTLAND CEMENT

CONCRETE PAVEMENT

(NONREINFORCED)
(Sheet | of 2)

STANDARD B.L.R.14-8




Seal with hot poured

(/g) min. sedlers (Art. 1050.02)

3
sawed groov;\ QL
N

joint

n

/
No. 20 (No. &) Tie bar s
750 (30) long
Support pins (Omit whe
tie bars are placed by
approved mechanical means).
SAWED LONGITUDINAL JOINT

(8) Heat resistant closed

ceH plastic foam backer rod\

This portion of
cut not require

base course and surface
are cut separately.

@ Ilinois Department of Transportation

APPROVED

January 1, 2000
ENGINEER OF LA ROADE AND STREETS

APPROVED,

16-1-1 Q3NSS1

January 1. 2000

Hot poured joint sealer

Sawed groove
3(/g) min. x 1t/3

450 (18) Long pre-coated
smooth dowel bar.

Hot poured
Jjoint sealer
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Approved dowel bar assembly

SAWED CONTRACTION JOINT
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Bituminous

saw 2/5 T s [ surface
d when ———————— 1 O1ol5(%) 100 (4) (+yp.)
o
2 3(/g)To 5(/p
- Stabilized
5 + L B L base course
250 (10) (typ.)
AN AN
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TRANSVERSE CONTRACTION JOINT

(For CAM, CFA and LFA Base Course Mixtures)

All dimensions are in milimeters (inches)

unless otherwise shown.
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